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SCHEMATIC DIAGRAM OF  2 x 27 kV SUB-SECTIONING AND PARALLELING POST (SSP)

LEGENDS

AUTO TRANSFORMER WITH BUSHING CT

2 X 25 kV DOUBLE POLE INTERRUPTER

2 X 25 kV DOUBLE POLE ISOLATOR

LIGHTNING ARRESTOR

25/110V POTENTIAL TRANSFORMER

AUXILIARY TRANSFORMER 10 kVA, 25kV/240V WITH 
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2 X 25 kV DOUBLE POLE ISOLATOR (MOTORIZED) 
M

1.

2.

3.

4.

5.

6.

7.

1 1

7 7

3 3 3 3

4

55

66

23 3

3 3 3 3
DROP OUT FUSE

SYMBOL DESCRIPTIONS.NO
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8. BURIED RAIL

9. INSULATED OVERLAP

10. CUT-IN INSULATOR
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TO BURIED RAIL

DETAIL 'A'
VIEW  

MUGHAL SARAI TO NEW BHAUPUR
FROM CH: 119550 TO CH: 507693

CONTRACT PACKAGE - 204

EASTERN CORRIDORBURIED RAIL
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RUNNING RAIL

RUNNING RAIL

INDUSTRIAL STEEL RAIL,52Kg/m
MINIMUM 15 METER LONG

DEATAIL 'A'

8 3.3KV 1RX1C Cu Cable

11. 2 X 25 kV DOUBLE POLE CIRCUIT BREAKER 

1111

2 2 2 2

PT5 PT5

1. The bus bar inside the SSP shall be rigid type.
2. All ratings/dimensions are indicative.The contractor shall provide the design

as approved by the Engineer.
3. The drawing is indicative and shall be read in conjunction with the

specifications & relevant standards if any.

NOTES:-

along with protection CT & PT
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